INTEGRAL
DOWNDRAFT TABLE.

e

INSIDE
HOUSE

SECOND ASSEMBLY TABLE.
MORE HORIZONTAL SURFACES YQOU
CAN HAVE WITHOUT COMPROMISING
YOUR WALK—AROUND SPACE THE

MORE USABLE YOUR SHOP WILL BE.

EXTERIOR
PATIO

DRYER DUCT

THIS IS THE FLOOR
SWEEP WITH A WIRE
MESH SCREEN TO
PREVENT SCREWS
FROM GETTING IN THE
COLLECTOR.  ALSO
ATTACHED TO THIS
DUCT DROP IS A

IF YOU ENCLOSE

YOUR WATER
HEATER, PROVIDE
COMBUSTION AR
VENT(S) TO THE

OUTSIDE PER CODE =

REQUIREMENTS.
DOING THIS
PROTECTS IT FROM
DUST.

THIS IS A PLACE TO
LOOK AT AND REVISE
PLANS, OR REFER TO
MAGAZINES AND
OTHER MATERIAL.
YOU COULD MOUNT A
FLATSCREEN MONITOR
AND PLACE A
COMPUTER HERE
(PROTECT IT FROM
DUST WITH FILTER
CLOTH). YOU COULD
WATCH WOODWORKING
DVD'S AS WELL.

NORTH
WALL

ASSEMBLY TABLE,
WITH AN AIR
COMPRESSOR
UNDERNEATH.
IDEALLY, A SHELF
UNDERNEATH COULD
STORE THINGS SO
THE TOP REMAINS
CLEAN.  DRAWERS
WOULD PROVIDE
ROOM TO STORE
SUPPLIES USED
DURING ASSEMBLY.

SAMPLE WORKFLOW
PATH. THERE WILL
BE DIFFERENT PATHS
FOR DIFFERENT
PROJECTS, BUT YOU
MAY FIND THAT
CERTAIN OPERATIONS
OCCUR IN A CERTAIN
ORDER MOST OF THE
TIME. DESIGN TO
THE MOST COMMON
WORKFLOW ORDER
AND TEST IT.
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SECOND
ASSEMBLY
TABLE
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DRUM SANDER

TABLE SAW
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2-1/2"8 DUCT WITH A
25 FT. FLEX HOSE
AND VACUUM
ATTACHMENT FOR

— GENERAL CLEAN-UP.

‘w_Um YARD TO LUMBER

STORAGE AND FINISHING
OUTBUILDING

USE A MOBILE SHOP
CART TO STORE WOOD
BEFORE AND AFTER
MACHINING. ~ THIS
AVOIDS STACKING
BOARDS ON THE
MACHINE SURFACES,
AND KEEPS THEM
ORGANIZED.

BELT-DISC
SANDER

DUST

COLLECTOR

E|T LATHE D%é,

ONE OF TWO "OPEN”
AREAS THAN CAN BE
USED TO STAGE
OTHER PROJECTS, DO
LARGE ASSEMBLIES,
OR TO TEMPORARILY
STORE THINGS OUT OF
THE WORKFLOW.

THE SHOP VACUUM
HANDLES THE DUST
COLLECTION FOR
THESE SMALLER

WEST GARAGE DOORS

THIS BANDSAW IS
USED MOSTLY FOR
SHAPING OPERATIONS.
THE 20" BANDSAW IS
MOSTLY FOR
RESAWING AND IS
LOCATED NEAR THE
STOCK BREAK—DOWN

CAN PRE-SET THE
HEIGHT-STOP OF THE
2ND BIT AND LOWER
IT WHEN NOT IN USE.

AREAS THAN CAN BE
USED TO STAGE
OTHER PROJECTS, DO
LARGE ASSEMBLIES,
OR TO TEMPORARILY
STORE THINGS OUT OF
THE WORKFLOW.

ONE OF TWO "OPEN"

SOUTH
WALL

alt)

Weedsh

+—
the art of

|

Planer,

BOBBY'S
WORKSHOP DESIGN

123 Middle of Nowhere
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THE DUST COLLECTOR
IS IN THIS CORNER SO
EACH 5"¢ MAIN DUCT
IS NOT AS LONG.

THE DUST COLLECTOR
IS ALSO OUT OF THE
WORKFLOW AND ON
ITS OWN CIRCUIT.

THE MAIN DUCT RISER
IS 679.

CONVENIENT TO PLACE
THE LATHE OUT OF
THE WORKFLOW SINCE
I DON'T USE IT VERY
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